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Fahco StormSack’ Sediment Control

Specifically Designed to Gontrol
GConstruction Site Run Off:

H Designed for flat & combination curb catch basins.
H Holds up to 1100 Ibs of sediment and debris.

m X-TEX® liner filters hydrocarbons.

N Durable frame with replaceable bags.

The StormSack® assists municipalities, storm water managers
and contractors in meeting the EPA’s NPDES’s Phase Il storm
water regulations regarding runoff from new construction site
activities. Unlike most sediment bags the StormSack® is
designed to last.

Using the latest in geotextile technology the StormSack® offers
high flow rates (151 gpm per square foot) and has an oil
absorption rate of 2.5 US OZ per square foot while retaining
sand and silt.

The StormSack® is available in over 400 sizes and comes
standard with a patented adjustable aluminum flange.

Unlike most sock products, the
StormSack’s durable frame is designed to
last for years and the geotextile bags can
be replaced as needed.

StormSack’ Features

Patented Adjustable Flange

Trash & Debris Deflector

Geotextile Membrane
with X-TEX® Liner

4 Reinforced Lifting Tabs

Protected Bypass

Replaceable bag attaches

with plastic hooks making
it easy to change



StormSack’ Size & Capacities

The StormSack® is available in 18 basic sizes which can be adjusted to a specific size using the adjustable
flange. To select the correct product for your needs, the size should be taken from the catch basin grate.

Example: a 24” x 48” grate would require a 9748-1 part number, then add the installation kit letter for deep
flange “C” therefore your final part number would be 9748-1C.*

Width from 21” to 24”  Width from 25” to 30”  Width from 31” to 36”
Part Number 9748-6X Part Number 9749-6X
Length Sack size: 18" x 24” Sack size: 22" x 24”
Oil capacity with liner 0.57 gallon Oil capacity with liner 0.66 gallon
frO’E'n o Filtered flow rate 808 gpm Filtered flow rate 937 gpm
27” to 31 Bypass flow rate 300 gpm Bypass flow rate 300 gpm
Debris capacity 2.2 cubic ft Debris capacity 2.8 cubic ft C S
ustom Sizes
Part Number 9748-5X Part Number 9749-5X .
Length Sack size: 18" x 28" Sack size: 20" x 28" Available
f rom Oil capacity with liner 0.65 gallon Oil capacity with liner 0.75 gallon ASk for Details
0 o Filtered flow rate 918 gpm Filtered flow rate 1059 gpm
32 tO 35 Bypass flow rate 300 gpm Bypass flow rate 300 gpm
Debris capacity 2.6 cubic ft Debris capacity 3.3 cubic ft
Part Number 9748-4X Part Number 9749-4X
Sack size: 18” x 32" Sack size: 22" x 32"
QOil capacity with liner 0.73 gallon QOil capacity with liner 0.84 gallon
Filtered flow rate 1029 gpm Filtered flow rate 1128 gpm
Bypass flow rate 338 gpm Bypass flow rate 338 gpm
Debris capacity 3.0 cubic ft Debris capacity 3.9 cubic ft
Part Number 9748-3X Part Number 9749-3X Part Number 9750-3X
Length Sack size: 18" x 36” Sack size: 22" x 36" Sack size: 28" x 36”
fl' om Oil capacity with liner 0.80 gallon Qil capacity with liner 0.92 gallon Qil capacity with liner 1.1 gallon
o 0 Filtered flow rate 1135 gpm Filtered flow rate 1302 gpm Filtered flow rate 1548 gpm
39 to 43 Bypass flow rate 338 gpm Bypass flow rate 338 gpm Bypass flow rate 451 gpm
Debris capacity 3.4 cubic ft Debris capacity 4.4 cubic ft Debris capacity 5.8 cubic ft
Part Number 9748-2X Part Number 9749-2X Part Number 9750-2X
Length Sack size: 18” x 40” Sack size: 22” x 40” Sack size: 28” x 40”
fr om Oil capacity with liner 0.88 gallon Oil capacity with liner 1.0 gallon Oil capacity with liner 1.2 gallon
- o Filtered flow rate 1245 gpm Filtered flow rate 1422 gpm Filtered flow rate 1688 gpm
44 to 47 Bypass flow rate 376 gpm Bypass flow rate 376 gpm Bypass flow rate 489 gpm
Debris capacity 3.8 cubic ft Debris capacity 4.9 cubic ft Debris capacity 6.6 cubic ft
Part Number 9748-1X Part Number 9749-1X Part Number 9750-1X
Len th Sack size: 18" x 44” Sack size: 22" x 44” Sack size: 28" x 44”
fl" on? Oil capacity with liner 0.96 gallon Oil capacity with liner 1.1 gallon Oil capacity with liner 1.3 gallon
7 o Filtered flow rate 1353 gpm Filtered flow rate 1540 gpm Filtered flow rate 1828 gpm
48 to 52 Bypass flow rate 376 gpm Bypass flow rate 376 gpm Bypass flow rate 489 gpm
Debris capacity 4.2 cubic ft Debris capacity 5.5 cubic ft Debris capacity 7.3 cubic ft
Flat adjustable flange Deep adjustable flange Deep adjustable flange open curh

The StormSack® flat adjustable flange

is designed for drop inlets with flat grate
covers. It offers adjustment of up to 4”
when installing in a catch basin.

The StormSack® deep adustable flange
is designed for drop inlets with grate
covers that are not flat on the under side.
The deep flange offers similar adjust-

ments as the flat flange.

The StormSack® deep adustable flange
open curb is designed for combination
drop / open curb inlets. The rear
deflector redirects flow from the curb
opening into the StormSack®.

*The measurement guidance is based on the assumption of a 1” ledge around the catch basin frame.



Fahco StormBasin Catch Basin Insenrt

Specifically Designed to Assist Storm
Water Managers in Meeting NPDES Il
Requirements:

B Designed for municipal catch basins.

B Can function as stand alone BMP.

M Protects structural BMPs.

B Can be used to target specific pollutants.

Fully featured and highly effective catch basin insert is designed
to filter the full range of pollutants from storm water runoff,
utilizing the leading filter technologies.

The StormBasin® is available in over 400 sizes and comes as
standard with a patented adjustable aluminum flange.

The StormBasin® supplied with standard storm water cartridge.
You can select from the complete range of filter cartridges if
there are high concentrations of specific pollutants. (See page 7)

The StormBasin Standard
Storm Water Cartridge
Targets the Following
Pollutants:

N Bacteria

H Sediments TSS
B Trash & Debris
B Hydrocarbons
B Herbicides

M Pesticides

M Oils and Grease
B Heavy Metals

StormBasin Features

Largest Trash & Debris Capacity in its Class
The StormBasin® insert can hold up to 1000 Ibs of 7 cubic
feet of debris, making it the highest capacity product
in its class

Trash & Debris Deflector

The trash and debris defletor provents
floatables from being released
through the bypass ports

Protected Bypass
The protected bypass ports allow the
StormBasin® to function during a major
rain event by allowing the run off to

exit at rates of up to 2100 GPM

Replaceable Cartridges

The patented StormBasin® Cartridge system allows
for easy replacement of the range of filters

TR

Adjustable Flange

The adjustable flange allows for adjustment
during fitting to ensure
that the product fits
correctly every time

Mosquito Barrier £
(optional)

The mosquito barrier is an
innovation which prohibits
mosquitos from entering
the catch basin

Molded Plastic Basin with 0.210”
wall thickness for unparalleled
strength and durability

The StormBasin® is designed to be durable and

robust and can withstand temperatures
ranging from -20F to 120F



StormBasin Sizes & Capacities

The StormSack® is available in 18 basic sizes which come supplied with an adjustable flange. To select the
correct product for your needs the size should be taken from the catch basin grate. Example: a 24” x 48”
grate would require a 9730-1 part number, then add the installation kit letter for a deep flange “C”,
therefore your final part number would be 9730-1C*.

Width from 21” to 24”

vv

Width from 25” to 30”

Width from 31” to 36”

Part Number 9730-6X Part Number 9731-6X
Length Basin size: 18" x 24” Basin size: 22" x 24”
fr om Number of cartridges 1 Number of cartridges 1
Filtered flow rate 115 gpm Filtered flow rate 115 gpm
27” tO 31 2 Bypass flow rate 1167 gpm Bypass flow rate 1346 gpm
Debris capacity 2.0 cubic ft Debris capacity 2.5 cubic ft .
Part Number 9730-5X Part Number 9731-5X CUStOI:n Slzes
Length Basin size: 18" x 28" Basin size: 20" x 28" Available .
f rom Number of cartridges 1 Number of cartridges 1 ASk for Deta"s
Filtered flow rate 115 gpm Filtered flow rate 115 gpm
32” to 35” Bypass flow rate 1364 gpm Bypass flow rate 1481 gpm
Debris capacity 2.4 cubic ft Debris capacity 3.0 cubic ft
Part Number 9730-4X Part Number 9731-4X
Basin size: 18” x 32" Basin size: 22" x 32"
Number of cartridges 1 Number of cartridges 1
Filtered flow rate 115 gpm Filtered flow rate 115 gpm
Bypass flow rate 1436 gpm Bypass flow rate 1571 gpm
Debris capacity 2.8 cubic ft Debris capacity 3.6 cubic ft
Part Number 9730-3X Part Number 9731-3X Part Number 9733-3X
Length Basin size: 18” x 36” Basin size: 22” x 36” Basin size: 28” x 36”
fl' om Number of cartridges 2 Number of cartridges 2 Number of cartridges 2
Filtered flow rate 230 gpm Filtered flow rate 230 gpm Filtered flow rate 230 gpm
39” to 43” Bypass flow rate 1706 gpm Bypass flow rate 1885 gpm Bypass flow rate 1885 gpm
Debris capacity 3.2 cubic ft Debris capacity 4.0 cubic ft Debris capacity 5.8 cubic ft
Part Number 9730-2X Part Number 9731-2X Part Number 9733-2X
Length Basin size: 18” x 40” Basin size: 22" x 40” Basin size: 28” x 40”
fr om Number of cartridges 2 Number of cartridges 2 Number of cartridges 2
- o Filtered flow rate 230 gpm Filtered flow rate 230 gpm Filtered flow rate 230 gpm
44 tO 47 Bypass flow rate 1796 gpm Bypass flow rate 1975 gpm Bypass flow rate 1930 gpm
Debris capacity 3.6 cubic ft Debris capacity 4.5 cubic ft Debris capacity 6.4 cubic ft
Part Number 9730-1X Part Number 9731-1X Part Number 9733-1X
Length Basin size: 18” x 44” Basin size: 22" x 44” Basin size: 28" x 44”
fl" om Number of cartridges 2 Number of cartridges 2 Number of cartridges 2
Filtered flow rate 230 gpm Filtered flow rate 230 gpm Filtered flow rate 230 gpm
48” to 52” Bypass flow rate 1975 gpm Bypass flow rate 2110 gpm Bypass flow rate 2110 gpm
Debris capacity 4.0 cubic ft Debris capacity 5.0 cubic ft Debris capacity 7.0 cubic ft
Flat adjustable flange Deep adjustable flange Deep adjustable flange open curh

The StormBasin® flat adjustable flange
is designed for drop inlets with flat grate
covers. It offers adjustment of up to 4”
when installing in a catch basin.

The StormBasin® deep adustable flange
is designed for drop inlets with grate

covers that are not flat on the under side.

The deep flange offers similar adjust-
ments as the flat flange.

The StormBasin® deep adustable flange
open curb is designed for combination
drop / open curb inlets. The rear
deflector redirects flow from the curb
opening into the StormBasin®.

*The measurement guidance is based on the assumption of a 1” ledge around the catch basin frame.



Fahco StormPod

3peci'ically designed 'op designated The StormPod® is available in both round

and square configurations. To order a

hﬂt spots: StormPod® for a 24” round grate the part
number would be 9734-1/24
u Parking LOtS Part Number 9734-1

= Transportation Centers ROUND Basin size: _ 1957 dia
fr om Number of cartridges 1

B Gas Stations 23" to0 30” Filtered flow rate 115 gpm

. . . Bypass flow rate 920 gpm

M Industrial Applications Debris capacity 1.5 cubic ft

This economical yet highly effective catch basin insert is SQUARE A e
designed to filter hydrocarbons from storm water run off. from Number of cartridges 1

Filtered flow rate 115 gpm

The StormPod® is available in both round and square 24” to 26” AT 920 gom

Debris capacity 1.5 cubic ft

configurations with diameters starting at 23” through to 30”

and square sizes available at 24” through 26”. The StormPod® is ideal for designated hot

spots where higher than normal concen-
trations of hydrocarbons, oil and grease
are present.

The StormPod® is supplied with a hydrocarbon cartridge as
standard. Like the StormBasin® the StormPod® can accept the
complete range of filter cartridges if required.

Installing the StormPod® takes only a few minutes. Lift the
grate cover from the catch basin, place the insert on the frame
and replace the cover.

StormPod Features

Trash & Debris Deflector

The trash and debris deflector prevents
floatables from being teleased through
the bypass ports

Largest Trash & Debris
Capacity in its class
The StormPod® insert can hold up to
1.5 cubic feet of debris, making it the
highest capacity product in its class

Protected Bypass
The protected bypass ports allow the /
StormPod® to function in a major rain event by

allowing the run off to exit at rates of
920 GPM

Molded plastic basin with 0.210”
wall thickness for unparalleled
strength and durability

The StormPod® is designed to be durable
and robust and can withstand temperatures
ranging from -20F to 250F

AEGIS Microbial Shield
Open Cell Foam Filter
The open cell foam filter treated with the
Aegis Microbe Shield, prevents blinding while
controlling pathogens and bacteria

MYCELX®
MYCELX® is an extraordinary material up to
90% effective on hydrocarbons ranging from
BTEX to crude oil, sheen, solvents, PCBs,
pesticides and organically bound metals

X-TEX® Oil Pad
The X-TEX oil pad is the final barrier against
hydrocarbons oils and grease holding up to
10 times its own volume









